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RULES AND REGULATIONS FOR 
THE MANUFACTURE, TESTING AND 
CERTIFICATION OF MATERIALS, July 2013 


Notice No. 1 


This Notice contains amendments within the following Sections of the Rules and Regulations for the 
Manufacture, Testing and Certification of Materials, July 2013. The amendments are effective on the dates shown: 


Chapter Section Effective 
date 
8 1 1 August 2013 


It will be noted that the amendments also include corrigenda, which are effective from the date of this Notice. 


The Rules and Regulations for the Manufacture, Testing and Certification of Materials, July 2013 are to be read in 
conjunction with this Notice No. 1. The status of the Rules is now: 


Rules for Materials Effective date: July 2013 
Notice No. 1 Effective date: 1 August 2013 
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Chapter 8 


Chapter 8 
Aluminium Alloys 


Effective date 1 August 2013 


a Section 7 
Plates, bars and sections 


1.9 Corrosion tests 


1.9.1 Rolled 5000 series alloys of type 5083, 5383, 5059, 
5456 and 5086 in the 44-442 H116 and H321 tempers 
intended for use in marine hull construction or in marine appli- 
cations with frequent direct contact with seawater are to be 
corrosion tested with respect to exfoliation and intergranular 
corrosion resistance. 
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